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FIG 6 
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INDIVIDUAL USER OF THE PERSONAL GPS WARNING AND 
LOCATOR DEVICE BECOMES HURT OR LOST 



I 



(S2) 



USER ACTUATES SECOND KEY 
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(S4) 



TRANSMITTER RETRIEVES IDENTIFICATION INFORMATION FROM 

MEMORY. 
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<S6) 



TRANSMITTER OPTIONALLY ACTIVATES SPEAKER TO GENERATE 

AUDIBLE SIGNAL. 
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GPS RECEIVER OF THE PERSONAL GPS ALARM AND LOCATOR 
DEVICE DETERMINES USER'S LOCATION BASED UPON SIGNALS 

FROM GPS SATELLITES. 
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(S10) 



PROCESSOR CONTROLS TRANSMITTER TO TRANSMIT TWO 
SIGNALS. A FIRST SIGNAL IS TRANSMITTED TO A NEARBY 
MOTOR VEHICLE AND A SECOND SIGNAL IS TRANSMITTED TO A 

DISTANT LOCATION. 
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FIG 10A 
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ALARM OF NEARBY MOTOR VEHICLE SOUNDS IN RESPONSE TO 

FIRST SIGNAL. 
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PERSONNEL OR AUTOMATED SYSTEM AT DISTANT LOCATION 
DISPATCHES HELP TO USER. 



(S16) 



HELP ARRIVES AT USER'S LOCATION. 
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FIG 10B 



